Ty G REWTON
= —
INSTA(E'..ATION
GRANITE CURBING
AT VARIOUS LOCATIONS

-

DESIGNED BY:
DRAWN BY:

CHECKED BY:
APPROVED BY:

ENERAL PROCESS AND CONSTRUCTION NOTES:

G

10.

1.
12.

13.
14.

15.

16.
17.

18.

19.

20.

21.

22.
23.

24,
25.

®* THE CONTRACTOR SHALL NOT CHIP AND/OR CUT
ANY ROOTS UNTIL HE HAS OBTAINED
AUTHORIZATION FROM THE CITY OF NEWTON TREE
WARDEN /ARBORIST TO DO SO AND THEN TO THE
LIMITS SPECIFIED BY THE WARDEN.

* THE NARROW AREA SITUATED WITHIN THE
ROADWAY (DIRECTLY IN FRONT OF THE NEWLY
PLACED CURB) SHALL BE INITIALLY COMPACTED
WITH RECIPROCATING COMPACTION UNITS
("UUMPING—JACKS'). ALL SUBSEQUENT
COMPACTION WORK SHALL BE PERFORMED WITH
APPROVED PLATE COMPACTORS CAPABLE OF
ACHIEVING 95% DENSITY COMPACTION STANDARDS

* "JUMPING—JACK’ COMPACTION SHALL ALSO BE
USED ALONG THE 'TROUGH AREA’ SITUATED
DIRECTLY BEHIND THE NEWLY PLACED CURB
WHEREVER CEMENT CONCRETE WALKS ARE TO BE
INSTALLED AGAINST THE BACKSIDE OF THE CURB.

®* COMPACTION BY PNEUMATIC HAMMER WITY

TAMPING BIT SHALL BE USED AROUND AL\
CASTINGS DURING THE PLACEMENT OF THE

* THE WIDTH OF THE TRENCH SHALL BE 6" WID

e LAYOUT LINES/MARKINGS BY THE
CONTRACTOR

THE CONTRACTOR SHALL PROVIDE THE ENGINEER WITH 24 HOURS NOTICE FOR THE PURPOSE OF ARRANGING FOR THE PRELIMINARY MARKING OUT OF THE TARGET SITES.

® THE CONTRACTOR SHALL BE RESPONSIBLE FOR LAYING OUT THE WORK, IN ITS ENTIRETY, AT EACH SEPARATE PROJECT LOCATION (Il.LE. POSTING DESIGN GRADES AT CRITICAL POINTS & AT 25 INCREMENTS LT. & RT.

ALONG THE CONSTRUCTION CORRIDORS).

STRICT ADHERENCE TO THE ALIGNMENT AND/OR GRADE ADJUSTMENTS BY THE ENGINEER, ARE CRITICAL TO THE SUCCESSFUL COMPLETION OF THIS PROJECT.

® THE POSTING AND/OR 'BLENDING IN’ OF GRADES,(I.E. CURB, WALK, PATCH, ROADWAY, LAWNS, BORDERS) SHALL BE PERFORMED BY THE CONTRACTOR, WITH ALL SUCH WORK SUBJECT TO THE APPROVAL OF THE ENGINEER.

® RUTTING AND/OR 'WASHBOARDING’ OF THE REQUIRED TEMPORARY RAMPING SYSTEMS AT DRIVEWAY APRON LOCATIONS AND/OR AT THE PROJECT LIMITS, SHALL BE IMMEDIATELY RECTIFIED BY THE CONTRACTOR, AND SUCH WORK
SHALL BE DONE TO THE SATISFACTION OF THE ENGINEER.
® THE CONTRACTOR SHALL WORK CLOSELY WITH THE ENGINEER TO INSPECT EACH EXISTING CATCHBASIN WHICH SHALL BE RENEWED BY THE CONTRACTOR ON THE DIRECTIVE OF THE ENGINEER TO DO SO.

THE CONTRACTOR IS REQUIRED TO PROVIDE A SUPERINTENDENT OF OPERATIONS, A QUALIFIED INDIVIDUAL WHO WILL BE ON—SITE AT ALL TIMES TO ADDRESS THE CRITICAL NEEDS OF THE PROJECT. IN ADDITION, A 7 DAY/24 HOUR

CELL PHONE MUST BE LISTED WITH THE CITY TO RESPOND TO ALL PROJECT BUSINESS AND/OR EMERGENCY CALLS WITHIN ONE—HOURS TIME.

THE CONTRACTOR IS TO SUBSTANTIALLY COMPLETE ALL WORK, EXCLUSIVE OF FINAL ROADWAY TOP, BEFORE ENTERING INTO THE NEXT DESIGNATED WORK ZONE, UNLESS, OR UNTIL, THE ENGINEER SO DIRECTS. (SEE 'ATTENTION’ PANEL RIGHT)
ANY UNDERGROUND PIPES & STRUCTURES SHOWN ON THESE PLANS ARE TAKEN FROM AVAILABLE DEPARTMENTAL SOURCES. THE CITY DOES NOT GUARANTEE EITHER THE ACCURACY, OR THE COMPLETENESS, OF THIS INFORMATION.

THE CONTRACTOR MUST MAKE HIS OWN INVESTIGATIONS OF THE AREA(S) PRIOR TO MOBILIZATION.

THE CONTRACTOR SHALL CONTACT DIG SAFE, AND SHALL NOT OCCUPY ANY AREA(S) UNTIL THE AUTHORIZATION DATE HAS BEEN ATTAINED.

FOR FURTHER UTILITY SUPPORT, AND EMERGENCY RESPONSE REQUESTS, THE CONTRACTOR IS ADVISED TO CONTACT: KEYSPAN @ GAS, N—STAR @ ELEC., VERIZON @ TEL.,

RCN CABLE, AT&T CABLE, COMCAST CABLE, NEWTON WATER, NEWTON SEWER & DRAIN AND MWRA

ANY UTILITY RELOCATIONS, AND/OR UTILITY ISSUES, ARE TO BE DIRECTLY ADDRESSED AND COORDINATED BY THE CONTRACTOR WITH THE RESPECTIVE UTILITY COMPANY. IN ADDITION, THE CONTRACTOR SHALL BE RESPONSIBLE FOR
CONTACTING THE MAIN POST OFFICE (NEWTONVILLE) TO COORDINATE THE REMOVAL AND REPLACEMENT OF ALL U.S.P.S. MAILBOXES THAT ARE NECESSARILY AFFECTED BY THE INSTALLATION OF NEW SIDEWALKS.

ALL EXCESS EXCAVATION MATERIAL AND/OR WASTE ITEMS, OF ANY TYPE OR MATERIAL, ARE TO BE DISPOSED OF AT A LEGAL DUMPING SITE AT NO EXPENSE TO THE CITY. NO DISPOSAL SITE SHALL BE PROVIDED BY THE CITY.

ALL EXCESS MATERIAL(S) ARE TO BE REMOVED FROM THE SITE ON A DAILY BASIS, HOWEVER, IF SITE CONSTRAINTS ARE NOT AN ISSUE THEN THE CONTRACTOR CAN MAINTAIN A 'LOCKED LID' DUMPSTER AT A LOCATION APPROVED BY.
APPROIVED BY THE ENGINEER AND BY PERMIT ONLY.

SIDEWALK AREAS (NOT IMMEDIATELY UNDER CONSTRUCTION) SHALL BE KEPT CLEAR OF CONSTRUCTION AND/OR SURPLUS CONSTRUCTION MATERIAL(S)AT ALL TIMES TO PROVIDE FOR SAFE PEDESTRIAN ACCESS. FURTHER, ROADWAY & DRIVEWAY
ACCESS POINTS SHALL BE RAMPED AT ALL POINTS TO PROVIDE FOR SMOOTH VEHICULAR TRANSITIONS. ALL WORK IS TO BE TO THE SATISFACTION OF THE ENGINEER.

ALL RESIDUAL SOIL IS TO BE HAND BROOMED FROM THE ROADWAY AT THE END OF EACH DAYS OPERATION, AND EVERY MEASURE TAKEN TO MINIMIZE DUST, INCLUSIVE OF CHEMICAL TREATMENT AND/OR WATER APPLICATION

AS DIRECTED BY THE ENGINEER.

THE ARRANGEMENT FOR STAGING AND STOCKPILING SITES ARE SOLELY THE RESPONSIBILTY OF THE CONTRACTOR. THE CITY OF NEWTON NO LONGER HAS THE RESOURCES TO OFFER THE CONTRACTOR A STAGING OR STOCKPILING AREA.
ALL EXCAVATIONS ARE TO BE BACKFILLED IN LIFTS, WITH EACH SUCCESSIVE LIFT BEING COMPACTED ONLY WITH APPROVED 'JUMPING—JACK' TYPE COMPACTORS AND/OR PNEUMATICALLY POWERED TAMPING BITS, UNTIL SUCH TIME

AS THE OPTIMUM COMPACTION REQUIREMENTS ARE OBTAINED. THIS IS STRICTLY ENFORCED TO ENSURE LONG—TERM STRUCTURAL INTEGRITY OF THE INSTALLED SYSTEM.

AREAS BEYOND THE LIMITS OF THIS CONTRACT, AND/OR STRUCTURES DISTURBED AND/OR DAMAGED BY THE CONTRACTOR, ARE TO BE REPAIRED AND/OR REPLACED BY THE CONTRACTOR AT NO EXPENSE TO THE CITY.

ANY DAMAGE TO THE EXISTING SEWER, DRAIN AND/OR WATER SYSTEMS WHICH IS NOT SPECIFICALLY DUE TO THE REMOVAL OF IMPACTED ROCK, IS TO BE REPAIRED AND/OR REPLACED BY THE CONTRACTOR AT HIS OWN EXPENSE.
IMPACTED ROCK CONDITIONS ARE TO BE VERIFIED BY THE ENGINEER PRIOR TO ROCK REMOVAL.

THE CONTRACTOR IS RESPONSIBLE FOR ALL SAFETY ASPECTS OF THIS PROJECT INCLUSIVE OF COMPLIANCE WITH THE MOST CURRENT U.S. OCCUPATIONAL HEALTH AND SAFETY ADMINISTRATION (OSHA) & THE MASSACHUSETTS DEPT.
OF LABOR DIVISION OF OCCUPATIONAL SAFETY REGULATIONS, INCLUSIVE OF TRENCH SAFETY REGULATIONS.

HOURS OF OPERATIONS ARE SET BY LAW. NO MACHINES OR EQUIPMENT ARE TO BE ACTIVATED BEFORE 7:00 AM. & NO WORK IS TO EXTEND BEYOND 4:30 P.M..

NO WEEKEND OR HOLIDAY WORK IS ALLOWED WITHOUT SPECIAL PERMISSION.

THE CONTRACTOR SHALL GIVE THE CITY OF NEWTON CUSTOMER SERVICE CENTER (617—796—1000), THE NEWTON FIRE DEPT. (617—796—2210), THE NEWTON POLICE DEPT. (617—-796—2100) AT LEAST 24 HOURS NOTICE PRIOR TO ANY

SCHEDULED ROAD CLOSURE.

THE CONTRACTOR SHALL LEAVE WRITTEN NOTICES AT ALL ADDRESSES DIRECTLY AFFECTED BY THE SCHEDULED OPERATIONS. THESE NOTICES MUST BE DELIVERED AT LEAST 24 HOURS IN ADVANCE OF THE ANTICIPATED COMMENCEMENT OF WORK.
THE NOTICE SHALL BE ON A FORMAT APPROVED OR PROVIDED BY THE ENGINEER, AND SHALL BE POSTED IN A CONSPICUOUS MANNER AT EACH ADDRESS, AND AS NEAR TO THE LOCATION OF THE REGULAR MAIL DELIVERY AS POSSIBLE.

THE CONTRACTOR IS RESPONSIBLE FOR IDENTIFYING, COMMUNICATING WITH, AND SUBSEQUENTLY ADDRESSING THE NEEDS OF THE VISUALLY IMPAIRED, AND/OR THE PHYSICALLY CHALLENGED WHO RESIDE IN OR ABOUT THE PROJECT ZONE OR WHO
OTHERWISE MUST ACCESS THE AREA(S).

THE CONTRACTOR IS TO MAINTAIN AND/OR PROVIDE EMERGENCY VEHICLE ACCESS THROUGHOUT EACH PROJECT AREA. IN ADDITION, NO TRAFFIC DELAY IS TO EXCEED FOUR MINUTES IN DURATION ON ANY ARTERIAL
ROAD. ALL SECONDARY ROADS MUST BE APPROPRIATELY DETOURED, MARKED, OR ADDITIONALLY SIGNED TO PREVENT DELAYS AND/OR CONFUSION.

THE CONTRACTOR IS RESPONSIBLE FOR THE COORDINATION, POSTING AND SUBSEQUENT REMOVAL OF ALL TEMPORARY PARKING BANS. SIGNS ARE NOT TO BE POSTED ON TREES. THE CONTRACTOR IS TO NOTIFY
THE CITY OF NEWTON TRAFFIC DIVISION (617—796—1490) AT LEAST 24 HOURS PRIOR TO ACTUAL POSTING.

FOR FURTHER DETAILS NOT SHOWN ON THESE PLANS SEE 'CITY OF NEWTON GENERAL CONSTRUCTION DETAILS' , A COPY OF WHICH CAN BE VIEWED ONLINE:

www.ci.newton.ma.us/dpw/engin /General Construction Detail.pdf

THE CONTRACTOR MAY BE REQUIRED FROM TIME TO TIME TO MAKE SCHEDULE CHANGES AND/OR TO MAKE SPECIAL ACCOMODATIONS IN ORDER TO ELIMINATE AND/OR MINIMIZE ANY ADVERSE IMPACT ON CERTAIN PUBLIC OR PRIVATE EVENTS
AND/OR MINIMIZE ANY ADVERSE IMPACT ON CERTAIN PUBLIC OR PRIVATE EVENTS AND/OR TRAFFIC RELATED ISSUES.

THE PROPOSED TYPE & QUANTITY OF WORK IS SUBJECT TO CHANGE BASED UPON DISCOVERED FIELD CONDITIONS. THE CONTRACTOR SHALL COMPLY WITH THE DIRECTIVES OF THE ENGINEER IN THESE MATTERS.

e LEDGE/ROCK REMOVAL SHALL BE BY RAM HOE METHOD ONLY.

o THE ENGINEER SHALL BE SOLE JUDGE AS TO WHETHER OR NOT THE RAM HOE EQUIPMENT IS OF ADEQUATE SIZE TO SUIT BOTH THE AREA AND THE TASK BEFORE THE BLASTING OPTION IS ALLOWED.
e A BLASTING PERMIT SHALL BE OBTAINED BY THE CONTRACTOR FROM THE NEWTON FIRE DEPARTMENT.

ROOT CHIPPING

COMPACTION:

FOR THE MATERIAL AT HAND.

PATCH.

| TRENCH WIDTH:

WATER—COOLED SAWCUTTING

— WHEN HP RAMPS ARE LOCATED IN LOAM
BORDERS A 6" WIDE CONCRETE BUTTRESS' SHALL
BE INSTALLED ALONGSIDE THE HP TILES TO
PROVIDE A 48" WIDE TILE SURFACE

HP TILES SHALL TYPICALLY PROVIDE A SURFACE
OF 24” x 80”, HOWEVER WHERE SPACE
RESTRICTIONS NECESSITATE; THE CONTRACTOR
SHALL INSTALL [TYPE B’|SYSTEMS WHICH SHALL
TYPICALLY REQUIRE A (SAWCUT) HALF—TILE TO
BE PLACED IN TANDEM WITH A ROW OF FULL
SIZED TILES TO PROVIDE A TILE SURFACE 18" IN
BREADTH X 60" WIDE

11 3/4” x 11 3/4” x 2" RED—COLORED
DETECTABLE PAVERS SHALL BE SET TO GRADE
PRIOR TO THE PLACEMENT OF ANY ADJACENT
| CONCRETE PAVEMENT AREAS

A 1 MIL (ULTRA—THIN) CLEAR PLASTIC SHEET

SHALL BE PLACED BELOW THE PAVER TILE (TO
PREVENT BONDING & ALLOW FOR THE FUTURE
REMOVAL OF THE PAVER FOR MAINTENANCE

PURPOSES)

'STIFF" MORTAR BED

(1 PART CEMENT & 2 PARTS SAND BY VOLUME
OR 4000 PSI 0" SLUMP CONCRETE)
SUBSEQUENTLY TRIMMED BACK TO THE OUTSIDE
FACES OF THE COMPLETED PAVER BLOCK
ASSEMBLY.

ISOMETRIC VIEW HIGHLIGHTING DETECTABLE PAVERS

(NOT TO SCALE)

PORTIONS OF DRIVEWAY APRONS AND/OR

PORTIONS OF THE ROADWAY, SHALL BE SAWCUT
PRIOR TO THE INSTALLATION OF THE NEW CURB.
THESE CEMENT CONCRETE PANELS, OR
BITUMINOUS CONCRETE AREAS, SHALL BE
SUBSEQUENTLY RESTORED BY THE CONTRACTOR.

SAWCUTTING OF THE ROADWAY SHALL BE
PERFORMED (ALONG CONTRACTOR SUPPLIED
MARKOUTS) AS DIRECTED BY THE ENGINEER.
ISOLATED 'JACKHAMMER’ CUTTING SHALL ONLY BE
PERFORMED WITH PRIOR APPROVAL FROM THE
ENGINEER BUT AT NO EXPENSE TO THE CITY.

° SITE-MADE SIGNS: '‘BLANKS' ARE TO HAND LETTERED ON SITE WITH EXTRA LARGE = =
TYPE SC CURB BUTRESSING SHALL ONLY BE AND POSTED AS DIRECTED BY THE ENGINEER. THESE SIGNS ARE ONLY TO BE USED
MMW_WWW.A_.U._.._AWI_N_.H mﬂﬂmn_uv._._oo._._/__'_mhumy_wlmmmmzmmx_mmﬂm%zm._ﬂ_rmm FOR MESSAGES WHICH ARE SITE SPECIFIC. >_.|.jmm EACH USE THE SIGN FIELD IS TO BE M
CLEANED WITH A SOLVENT AND PLACED AT THE READY.
FOR GRADING THE ADJACENT AREAS BEHIND THE
_._HP RAMP LANDING ZONES TO CREATE A SMOOTH
RANSITION BETWEEN THE OUTLYING AREA AND
1 I \ SRS SRR Do THE BACK OF-THE .NEW WALK SYSTEM.
THAN THE APPROVED PLATE COMPACTOR B Qe TN g A R R e
————
=S CITY OF NEWTON
ALL EXISTING LANDINGS AND/OR DESIGNATED | e i PR S sl ./.\nmm CURS SHALL NOT BE PLACED 2
, SRS 5] T = L IN ANY TRENCH CONTAINING 7
(SEE ISOMETRIC DETAIL) D e LM s | o ., RUDDLED WATER /4 CONTRACT PLAN
6, THICK 4000 PSI CONC. DRIVES OR | \virii | AMPBLACK i
4” THICK 4000 PSI CONC. WALK Ji7 FOR THE
CASTINGS >/
e ADJUSTED AND/OR REPLACED AS DIRECTED BY THE AAB CROSS SLOPE 1.5% MAX 74 INSTALLATION
ENGINEER. . . — = 6" DEPTH LOAM BORDER OF
* COMPACTION VIA TAMPING BIT EQUIPPED PNEUMATIC P T R L b B ey PATCH (SEE COMPACTION NOTES)
HAMMER DURING BIT. PATCH PLACEMENT B ORI o  11/2" BIT TOP GRANITE CURBING
2" DENSE GRADED MATERIAL =——2 1/2” BIT BINDER
® THE CONTRACTOR SHALL EXERCISE GREAT CARE TO ~ MIN. 2" DENSE GRADED CRUSHED STONE @ 95% AT VARIOUS LOCATIONS

TEARING OF ANY EXISTING PAVEMENT SURFACE

SHALL NOT BE ALLOWED.

MAP OF THE CITY OF NEWTON

SITE LOCUS

(NOT TO SCALE)

APPROXIMATE QUANTITIES

BLOCKS ATTENTION:
LOCATION CURB BLOCKS z Z.
CENTRAL ST
(Comm. Ave. to Grove St.)| 280 4
CHESWICK RD. 420 6 THE CONTRACTOR SHALL COMPLETE ALL WORK (INCLUSIVE
OF THE PATCHING & LOAMING OPERATIONS) ON EACH
GROVELAND ST. 140 6 — SEPARATE/INDEPENDENT STREET BEFORE COMMENCING WITH
HANGOCK ST, WORK ON THE NEXT ROADWAY, AND SUCH WORK SHALL BE
(Woodland to Central) 100 2 PERFORMED BY THE CONTRACTOR IN ACCORDANCE WITH A
SCHEDULE TO BE DETERMINED BY THE ENGINEER.
MAPLE ST. 800 22 L
THE CONTRACTOR SHALL COMPLETE ALL WORK (INCLUSIVE
HOMER ST OF PATCHING & LOAMING OPERATIONS) INCREMENTALLY,
(Walnut to Center) 900 20 — | WITH SUCH WORK BEING PERFORMED BY THE CONTRACTOR
IN ACCORDANCE WITH A SCHEDULE TO BE DETERMINED BY
THE ENGINEER.

SPECIAL ADVISORY]

THE CONTRACTOR IS ADVISED THAT ADDITIONAL CURB
ORDERS ARE TYPICALLY RECEIVED (FROM ABUTTERS) ONCE
CONSTRUCTION BEGINS. THIS MAY RESULT IN A PATTERN OF
'RANDOM’ CURB INSTALLATIONS WITHIN EACH RESPECTIVE
WORK ZONE, WITH SUCH WORK BEING PERFORMED AT THE
CONTRACT UNIT PRICES (WITH NO ADDITIONAL MOBILIZATION
TO BE PAID).

DRUM REQUIREMENTS:

STANDARD TYPE ARE TO COMPLY WITH BOTH THE FOLLOWING DIRECTIVES AND

TO THE WRITTEN CONTRACT SPECIFICATIONS:

o

IN ADDITION TO THE FOLLOWING SPECIAL INSTRUCTIONS:

THEY ARE TO BE PLASTIC DRUMS, COMPLYING WITH M.U.T.D. AND EQUIPPED WITH

OPERATING TYPE 'C' FLASHERS.

DRUMS ARE TO BE U.V. RESISTANT, LOW DENSITY, IMPACT RESISTANT POLYETHYLENE.
REFLECTORIZED SHEETING IS TO BE OF AN APPROVED ORANGE AND WHITE TYPE IV

SHEETING CONFORMING TO M.9.30.0

MINIMUM WALL THICKNESS IS TO BE 3/32"

MINIMUM DRUM DIAMETER SHALL BE 18"
DRUMS SHALL BE APPROXIMATELY 36" IN HEIGHT

ALL DRUMS SHALL BE MAINTAINED AND WHEN IT LOSES ITS TARGET VALUE

(INCLUDING DUST BUILD—UP) IT IS TO BE REPLACED.
ALL DRUMS ARE TO BE EQUIPPED WITH BASES THAT DO NOT DETACH WHEN THE DRUM IS DRAGGED

AND EACH DRUM IS TO BE PROPERLY WEIGHTED TO FULLY RESIST 65 MPH WIND CONDITIONS.

AT THE BEGINNING OF EACH WORKDAY.

AND/OR AS OTHERWISE DIRECTED THROUGHOUT

THE COURSE OF THE WORKDAY, THE CONTRACTOR IS TO ESTABLISH AND MAINTAIN

A WELL MARKED DETOUR ROUTE, AND IS TO FURTHER COORDINATE THIS EFFORT WITH
THE ON-SITE POLICE DETAILS. ALL DETOUR ROUTES SHALL TAKE INTO CONSIDERATION
BUS STOPS, BUS AND TRUCK TRAFFIC, SCHOOL CROSSINGS, BUSINESS TRAFFIC, ETC., AND
ARE TO BE ESTABLISHED SO AS TO HAVE THE LEAST ADVERSE IMPACT ON THE AREA.

'RC" & D' TYPE ARE TO COMPLY WITH ALL DIRECTIVES LISTED FOR 'STANDARD TYPE'

DRUMS ARE TO BE ESTABLISHED FOR EACH PHASE AT EACH INTERSECTION PER THE

ACCOMPANYING LOCUS PLAN, OR AS DIRECTED,

AND ARE NOT TO BE REMOVED FROM

THE DESIGNATED INTERSECTIONS FOR THE ENTIRE TERM OF THE PHASE BUT ARE TO BE LEFT

'AT THE READY’ FOR IMMEDIATE ACCESS AND USE.

THE REMOVABLE BOTTOMS OF SUCH DRUMS ARE TO BE PERMANENTLY
ATTACHED TO THE DRUM ITSELF SUCH THAT THE BASE WILL NOT SEPARATE FROM THE DRUM
WHEN IT IS DRAGGED BUT YET WILL BREAK FREE IF HIT. FASTENERS ARE TO BE LIGHT DUTY.

'TIRE TYPE'

WEIGHTS MAY BE USED IN LIEU OF FASTENED BOTTOMS.

DRUMS ARE TO BE MOVED INTO AND OFF OF THE ROADWAY AS NECESSARY

AND/OR AS DIRECTED,

ONE SIGN IS TO BE PERMANENTLY FASTENED TO THE DRUM.

SIGNS ARE TO BE PROFESSIONALLY MADE OF 3/4” EXTERIOR PLYWOOD.
THE FIELD IS TO BE REFLECTORIZED ORANGE BEARING A BLACK LEGEND 6” IN HEIGHT
AND A BLACK SOLID 1" BORDER SET 1 1/4” IN FROM THE EDGE.

SIGNS ARE TO BE ATTACHED TO THE DRUM WITH 3/8” HEAVY DUTY NUT, BOLT, AND FENDER WASHER FASTENERS

WITH A MINIMUM OF FOUR EQUALLY SPACED FASTENERS PER SIGN.

THE CONTRACTOR IS SOLELY RESPONSIBLE FOR ESTABLISHING DAILY DETOURS TO THE SATISFACTION OF THE ENGINEER.

ANY SIGN WHICH IS DAMAGED FOR ANY REASON DURING THE TERM OF THE

PROJECT IS TO BE IMMEDIATELY REPLACED.

WHILE FULL SITE REMOVAL WILL BE AT THE DISCRETION OF THE ENGINEER.

SIGNS SHALL BE PLACED IN THE MOST CONSPICUOUS LOCATIONS AS A MEANS FOR BOTH
VEHICULAR AND PEDESTRIAN WARNING, HOWEVER, IN NO CASE SHALL ANY SIGN IMPEDE
THE SIGHT LINE NOR INTERFERE WITH EITHER PEDESTRIAN AND/OR VEHICULAR TRAFFIC.

SPECIALTY SIGNS:

P TSTSIRZK
XRXTRXLRK]

SRRXS
JeR0S0s0 0%

PLASTIC DRUM
(TYPE D" )

RIS
[T
LRRRHRRRKES

B R RS
BRI RIRIKS
SURRESLEERAXS

PLASTIC DRUM
(TYPE 'RC” )

20" 20" 24"

DETOUR |« |{0ETQURI| ([~ RoAD

UBOCERER  BCERER  || (L0SED

2 @ 3/8" DRILLED HOLE

PREVENT DEBRIS AND/OR CONSTRUCTION
MATERIAL(S) FROM ENTERING THE ASSOCIATED
STRUCTURE. ANY MATERIAL WHICH FALLS INTO THE
STRUCTURE SHALL BE IMMEDIATELY REMOVED BY
THE CONTRACTOR.

CURB CUTS (WITH LOAM BORDER TYPE HIGHLIGHTED)

PREPARATORY EXCAVATION ZONE
TYPICAL SAFETY CONTROLS PER INSTALLATION

CEMENT CONCRETE (HP)

VA4 GRANITE CURB—

_|'

COMPACTION

THE ENTIRE UNDERSIDE OF THE CURB SHALL BE
FIRMLY TAMPED WITH APPROVED TAMPING BARS

TYPICAL ROADWAY SECTION

(NOT TO SCALE)

THE CONTRACTOR SHALL ENSURE THAT ALL (AS—BUILT) ROUTE CRITERIA COMPLIES WITH THE MOST CURRENT RULES & REGULATIONS OF
THE MASSACHUSETTS ARCHITECTURAL ACCESS BOARD AND THE AMERICANS WITH DISABILITIES ACT CRITERIA.

FOR DETAILS NOT SHOWN ON THESE PLANS SEE 'CITY OF NEWTON GENERAL CONSTRUCTION DETAILS’ ONLINE AT:
www.ci.newton.ma.us/dpw/engin/General Construction Detail.pdf

(NOT TO SCALE)

SCALE: AS NOTED MARCH 21, 2011

Louis. M. Taverna, P.E.
CITY ENGINEER

N84 38904
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